FE2owlet, AC-technology Axial fans Main catalogue

Size 630 mm 10/2012
FE2owlet
for three phase alternating current, 12-12 pole FNOB3-ND

Characteristic curve
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Description ~J \
Motor technology: AC N ®
Rated voltage U, : 3~ 400 V (A/Y) £10 %" SN I
Rated frequency f,: 50 Hz* (60Hz data available)
Motor input power P,: 0.13/0.07 kW* \
Rated current |: 0.32/0.14 A* 10
Rated speed n: 430/ 320 min"*
Starting current I,: 2.40 A/1.05 A
Current increase Al: 0 %
Thermal class: THCL155*
Min. permitted conveyor temperature t; . - -40 °C ® ®
' min 0
Max. permitted conveyor temperature t, __ :70 °C
Electrical connection: Terminal box 0 1.000 2.000 3'020 &Y 5.000 6.000
Number of blades: 7 g, [me/hl
Protection class: IP54 60
Motor protection: Thermal contact ®
Blades: Aluminium, uncoated _ ® \ | —
Rotor: Aluminium, uncoated < 55 —
Conformity: CE g
ErP Data H
=
Is not subject to the ErP Guidelines (P,< 125 W) - 50 3 /
* Rated data I
\\/ L
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¥ Connection diagrams Page 608 Measured in full bell mouth without guard grille in installation type A according to ISO 5801.

for airflow direction V.= 1360-108XA
for airflow direction A 1360-108XB

# System components Page 524

Dimensions [mm)]

Airflow direction A Airflow direction V

Design Q - square, full bell mouth Design K - axial bolted, mounted for short
bell mouth E
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Performance data

Type Connection Characteristic ~ Voltage Operating Current
curve point

u |
V] [A]

FNO63-ND_.4F. 7P1 A | 400 @ 0.34
400* ® 0.32*
400 ® 0.31

Y I 400 @ 0.14

400* ® 0.14*
400 ® 0.12

*rated data

Fan ordering information

FE2owlet, AC-technology

Size 630 mm
Motor input Speed Suction side
power sound power
level
P1 n LWAS
W] [min-] [dB]
150 410
130* 430" 56
110 460 56
75 290
65* 330" 49
55 380 52

Airflow direction A Airflow direction V

Design Q

Type FN063-NDQ.4F.A7P1
Article no. 141585
Weight [kg]  22.90

Control technology
Frequency inverter

Fcontrol 3~ 3~
= G
- o
e =
¥ Page 558 A Page 596

Design F - flange ring with two flanges
without guard grille
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Motor protection units

protection)

FNO063-NDK.4F.V7P1
141587
13.60

141589
18.30

Transformer-based

controllers 3~ controllers 3~
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Design F - flange ring with two flanges and
guard grille
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F (without contact

FNO063-NDF.4F.V7P1

Electronic voltage
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L-KL-2662-15
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L-KL-2658-16

F (with contact protec-

tion) 2

FNO063-NDF.4F.V7P1
141590
19.20

FN063-NDQ.4F.V7P1
141588
22.30

Design Q - square, full bell mouth
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FE2owlet

System FC FB
technology components

Control
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