
1.  Electric Motor
     •    Three-phase BLDC motor mounted on rubber suspension
     •    Motor runs at constant speed at different shaft load
     •    Operating temperature -10 +70 C
     •    Speed control input signal: 0-10VDC
     •    Approvals: IP44, CE
     •    Connection Diagram:
          • Red: +24V
          • Black: GND
          • White: 0-10V
2.  Blower housing and grill made of galvanized steel coated in black RAL9005.

Grill is fixed with the housing with screws (color black)•
Middle plates are fixed with housing with rivets (color black)•

3.  Blower wheel made of aluminum coated in RAL9005
4.  End Bearing - ball bearing NMB
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CABEL LENGHT 700 20 mm

TUBE 680 mm

AIR FLOW

DC 24V (CONSTANT SPEED)

LABEL

SPEED control                  
(V)

Rated Current                      
(A)

Speed                                       
R.P.M.

Velocity   
m/s

Max Air Flow                 
m^3/min

Noise                                 
dBA

0V 0 0 0
1V 0.02 205 19.50
2V 0.02 411 19.90
3V 0.02 640 0.56 22.30 20.10
4V 0,03 857 0.98 38.50 20.30
5V 0.04 1080 1.40 55.00 21.50
6V 0.05 1295 1.86 73.10 23.00
7V 0.06 1510 2.18 85.70 26.50
8V 0.08 1740 2.54 99.80 27.50
9V 0.10 1944 2.91 114.40 33.00
10V 0.11 2000 2.93 115.20 35.00
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DEBURR AND
BREAK SHARP
EDGES

FINISH:UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN MILLIMETERS
SURFACE FINISH:
TOLERANCES:
   LINEAR:                     ISO 2768 - vL
   ANGULAR:

Q.A

MFG

APPV"D

CHK'D

DRAWN


	Лист1
	Чертежный вид1
	Чертежный вид2
	Чертежный вид3
	Чертежный вид4
	Чертежный вид5


